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LoCkstitCh sewinG maChine with drop and aLternatinG top feed 

doppeLsteppstiCh-nähmasChine mit Unter- Und aLternierendem obertransport
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technical data
• Stitch type 301
• Max. sewing speed 2,000 spm
• Drop and alternating top feed
• Horizontal hook system
• Max. stitch length 10.0 mm
•  Max. fabric clearance 15 mm with knee lever
• Balance wheel 85 mm eff. Dia.

Clearance under the arm
295×135 mm

fully automatic oil pump lubrication system

models
•  GC0323 |  Lockstitch sewing machine with drop and  

alternating top feed
• GC0323-d2 |  Lockstitch sewing machine with drop and  

alternating top feed; with tread trimmer  
and automatic back tack

Carton dimensions & gross weights for sewing head
71×30×64 cm, 35 kg
Specifications can differ depending on model. 

technische daten
• Stichtyp 301
• Max. Nähgeschwindigkeit 2.000 Stiche / Minute
• Unter- und alternierender Obertransport
• Horizontalgreifer
• Max. Stichlänge 10,0 mm
•  Max. Durchgangsraum unter den Nähfüßen 15 mm mit Kniehebel
• Handraddurchmesser effektiv 85 mm

durchgangsraum im nähmaschinenarm
295×135 mm

Vollautomatisches druckumlauf-schmiersystem

ausführungen
•  GC0323 |  Doppelsteppstich-Nähmaschine mit  

Unter- und alternierendem Obertransport
• GC0323-d2 |  Doppelsteppstich-Nähmaschine mit Unter- und 

alternierendem Obertransport; mit Fadenabschneider 
und automatischer Verriegelungseinrichtung

kartonmaße & brutto-Gewichte für nähkopf
71×30×64 cm, 35 kg
Angaben können je nach Ausführung abweichen.
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